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CONSTRUCTION NOTES
/ A. 5 NORMAL WIDTH 8 MAX. SPACING (TYP.)
/E_/ « B. CRUSHED STONE OR GRAVEL BASE
o = Y 17x6" PICKET (TYP.
C. P.CC. SIDEWALK = = Py —— (me)
D. SLOPE )% PER FOOT TO STREET SIDE //- 5'x5" POST (TYP.)
E. JOINTS, SEE NOTES 3 AND 4 o
PLAN
m F. SLOPE 2% TO 8% TOWARDS STREET + L 1o I
¢
F G. CURB AND GUTTER 1. ALL MATERIAL SHALL BE SOUTHERN YELLOW PINE
I[ ~ IMPREGNATED WITH THE PRESERVATIVE, COPPER
o H. CONCRETE THICKNESS, SEE NOTE 1 NAPHTHENATE (COPPERWOOD OR APPROVED EQUAL).
B Z GENERAL NOTES EXISTING GRADE i i . 2. FENCE SHALL BE ASSEMBLED BY FACE NAILING.
= L - T
B 1. STANDARD THICKNESS OF CONCRETE SHALL BE A AT NN NI EEEN A BN 3. CLASS S1 CONCRETE SHALL BE USED CONFORMING TO
A WINIMUM OF 5 PRI TN ’/\/»\(/';w VIR TR THE APPLICABLE PORTIONS OF SECTION 1020, EXCEPT
PROFILE = {//\ S BN by BN THAT IF THE CONCRETE IS MIXED IN TRANSIT MIXERS
ravritt 2. WHERE WOODEN FORMS ARE USED, 2x4'S ARE NOT & B e —CONCRETE (it 1 KK LIRS OR TRANSPORTED IN AGITATOR TRUCKS, THE TIME
ALLOWED. ONLY 256'S SHALLUBE USEB ‘ g ;\‘\ IL./>/< FOOTING /4,4 I \\ I LIMIT FOR UNLOADING IT MAY BE EXTENDED TO 120
SIDEWALK DETAIL NG B N QA RN B SEREY MINUTES BY THE ENGINEER.
TTUNOTT0 SCALE 3. PREFORMED %" EXPANSION JOINTS SHALL BE NERRE N N NG
CONSTRUCTED AT MAX. SPACING OF 40'. S //\ LY [ oy <
NI YN SNy AL Ny
4. FORMED OR SAW~CUT CONTRACTION JOINTS SHALL X X LTI DTTIN
BE SPACED GENERALLY 5' APART, BUT NO LESS G NG A
THAN 4 AND NO MORE THAN 6'.
" (TP,
5. J%' EXPANSION JOINTS SHALL BE INSTALLED WHERE
SIDEWALK ABUTS BUILDINGS, TRAFFIC SIGNAL
FOUNDATIONS, SERVICE POLES, AND OTHER WOOD FENCE DETAIL
IMMOVABLE STRUCTURES. (OR AS SPECIFIED BY THE VILLAGE OF PALATINE)
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) STANDARD 4” HIGH
STRAIGHT CAP )
PIECE (TYP.)- —
BATTER WALL BACK 1" FOR
APPROX. 8" OF WALL \ o .
. HEIGHT ABOVE GRADE - 76‘ TOPSOIL
TOP OF WALL \ 2” BITUMINOUS B ;
SEE ELEVATIONS AT STATIONS: urns Q-
106+75-107+75, 110+00-113.75 | 4" CA-6 OR CA-10 McDonnell
AND 121+25-123.50 | N
REFLECTORIZED BOLLARD (TYP.) KEYSTONE CONCRETE MODULAR
] 8" HIGH STANDARD UNIT, GREY l
g . 5 COLOR (TYP.) 8" X 18"W X 9%°D date detailed
= | ‘ CLASSIC STRAIGHT FACE o) 06~28-05 J. HOLZINGER
z = — i S ACT FILL TO 95% STAN
= —— S é;j _——COMPACT ILL,_ 0 95% STANDARD designed checked
= PROCTOR IN 8" LIFTS A. BRYANT J. STEENKEN
< o
@ ~~~-8"X8" TREATED GRADE @ WALL L
2 PROPOSED BIKE PATH SEE ELEVATIONS AT STATIONS: S 70% o
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= . AND 121425-123+50 NANY SRR NS . N
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= SCREENING MECHANICAL COMPACTION VANV 7 PALAT] E
g EQUIPMENT WITHIN 3" .BEHIND PREPARE LEVEL BASE W/6” -
2 v UNITS. WELL-COMPACTED GRANULAR FILL
= () (SAND, GRAVEL OR J5" TO %’ CRUSHED T ViLLAGE of PALATINE
= . STONE @ 95% STANDARD PROCTOR.)
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